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COA AS131 33cm 13"
CINQTY 6

s o o
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COA AC101 26.5cm 10%"

CINQTY 6
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COA AP111 30cm 11%"
CINQTY 12
COA AP581 26.5cm 10%
CINQTY 12

.

COA ARPB1 30.5cm 12"
79.7¢l 290z
CINQTY 12

S SNSRI S

COA AP101 25.4cm 10"
CINQTY 12
COAAP81 20.3cm 8"
CIN QTY 12
COA AP651 16.2cm &%"
CIN QTY 12

COA AB9 1 24.5cm 9%"
49.5cl 170z
CINQTY 12

ST ¥ T

COA AC121 30.5cm 12"

CINQTY é

COA AB7 1

CINQTY 12

s v pomtrr

19.5cm 7%"
34cl 120z
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COA ASDP1 28.8cm 11" COA ASSP1 17.7cm 7"
CINQTY 6 CINQTY 6

B

COA ATD11 29.3cm 11%" COA ART 1 30x 14.5cm

65.3cl 230z 119" x 5%
CIN QTY 6 CIN QTY 6
COA ATDé61 1écm &V4"

14.2cl 50z

CINQTY 12

APRAS61 153cm 4"

CIN QTY 24 APR ACS61 153cm ¢"
CTIN QTY 24
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APRAS51 128cm 5" COA AM 1 28cl 100z
CIN QTY 24 H:10.5cm
Dia: 8cm
CIN QTY 24
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COA AC181 51.1cl 180z COA AJ101 28cl 100z
H:1lcm H: 9cm
CINQTY 6 CINQTY 6
APRACL1
(Fits COA AC181)

CINQTY 6

b

COA ASP51 13.2cm 54"
CIN QTY 12

COA ASC71 20.6cl 70z
H: 6.6cm
Dia: 8cm
CIN QTY 24
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COA ASC31 8.5cl 30z
H: 5em
Dia: écm
CTN QTY 24
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COA AT251 7I1cl 250z
H:10.5cm
CINQTY 6

APR ATL21
(Fits COA AT251)
CINQTY 6
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COA AJ51 13.8cl S0z
H: 6.5cm
CIN QTY 6
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COA ASPB1 25.4cm 10"
71cl 250z
CIN QTY 6

T

COA ATC81 22.7cl 8oz
H: écm
Dia: 10cm
CTIN QTY 24

-

COA AEC31 8.5cl 30z
H: 5.5cm
Dia: 6.5cm
CTN QTY 24
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COA AC361 1lir 360z
H:17cm
CINQTY 6

APR ACLI1
(Fits COA AC361)
CINQTY 6
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MICROWAVE &
DISHWASHER SAFE
High thermal shock
and withstands 5000
dishwasher cycles.

BS 12875
pS

DURABILITY & STRENGTH

The shapes are designed to perform in a busy
catering environment and the high percentage of
alumina gives Alchemy maximum strength.

5 YEAR EDGE CHIP WARRANTY

PASSIONATE
ABOUT FOOD

ALCHEMY BODY

Thinner, lighter and whiter pieces with
finer definition, without compromising
durability due to the high alumina
content (highest of any ceramic
tableware in the market place).

Selected lines only, see individual range pages.
A ® and edge chip logo will appear at the bottom

of the page if edge chip applies.
Terms and conditions apply.
Please visit our website.

TERwS AND.
CONDITIONS APPLY

STACKABILITY

Designed with safe stacking in
mind to maximise space saving
in a back of house environment.

QUALITY

Alchemy meets the quality standard
for food service tableware laid down
by the British Standards Institute,

BS 4034 and is manufactured under the
internationally recognised 1SO 9001
quality management system.

Lloyds

BS 4034

1S0 9001

FULLY GLAZED FOOT

ON CERTAIN ALCHEMY

ITEMS
Prevents damage to ware
when stacked.

* See individual range pages

SUPERIOR GLAZE FINISH
Protected by ecoglaze, a high
performance glaze that enhances
product performance, prolonging the
life of the product, improving stain and
metal mark resistance and durability.
Excellent stability prevents thermal
shock and crazing.

eccC

HIGH TEMPERATURE FIRING
Alchemy is a vitreous china body that does
not absorb moisture, is more hygienic and
has better heat retention properties. Its high
resistance to thermal shock helps to reduce
breakages. Its properties provide

superior strength.

Product featured is Alchemy White.



